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( Hakkimizda / About us

< Mobil Yatay Tomruk Kesim / Industrial Sawmill

( Yatay Tomruk Kesim / Horizontal Four Head Bandsaw For Logs

( ikiz Serit Bigki / Vertical Twin Resaw 2
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( ikiz Serit Bigki Eko / Eco Vertical Twin Resaw

( Tekli Lata ve Kapak Kiyilama / Single Vertical Band Saw
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( ikiz Lata ve Kapak Kiylama / Twin Vertical Band Saw

( ikili Kapak isleme (100'1ik dolu kasnak) / Horizontal Four Head Bandsaw For Logs 16
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< ikili Kapak isleme (80'lik Kayisli kasnak) / Twin Head Log Cover Cutting
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< ikili Kapak ve Lata i§leme (80'lik Parmakli Dolu kasnak) / Twin Head Log Cover Cuttin
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( Yatay Serit Dilimleme / Horizontal Resaw

< Manuel Boy Kesme / Manual Cross Cutting - Tablali Bigki

( Cift Milli Coklu Dilme / Double Spindle Multiple Rip Saw

( Boy Kesme / Saw Trimmer
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( Tekli Otomatik Boy Kesme / Automatic Crosscut Saw Trimmer

( Cift Kenar Alma ve Coklu Dilimleme / Double Edging & Slicing Cutter

Standart Yan Alma / Standard Edging & Slicing Cutter
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Takoz Kesme (Otomatik) / Automatic Cross Cutting For Wooden Blocks

Sabit Zincirli Takoz Kesme / Stable Chain Cross Cutting For Woden Blocks

Takoz Kesme (Pnomatik) / Wooden Blocks Cutting Machine (Pneumatic)

Takoz Kesme (Manuel) / Wooden Blocks Cutting Machine (Manual)

Takoz Oyma / Beam Notching Machine

Tahta Pah Alma / Board Chamfering Machine

Tahta Talas Temizleme / Automatic Board Cleaning
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Serit Testere Bileme (Su'lu) / Band Saw Sharpening Machine

Serit Testere Bileme (Su'lu) / Band Saw Sharpening Machine

o

Testere Capraz / Band Saw Shaping - Tip Crossing 5

3

(=2

Serit Testere Bileme (Su'lu) / Band Saw Sharpening Machine
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Testere Capraz / Band Saw Shaping - Tip Crossing 7
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Serit-Daire Testere ve Yedek Pargalar / Saw Blades, Tools & Spare Parts

Palet Cakim / Pallet Nailing Machine

Palet Cakim ve isleme Hatti / Pallet Nailing and Processing Line

Palet isleme Makineleri / Pallet Processing Machines

Palet Cakim (Uzun) / Long Pallet Nailing Machine

Otomatik Palet Cift Cakim Hatti / Automatic Pallet Double Nailing Line

Palet Tamir & Segme Hatti / Pallet Repair & Sorting Line

Palet Tahta & Takoz Cakim / Pallet Board & Block Nailing Machine

Manuel Palet Cakim Tezgahi / Manuel Pallet Production Bench

Palet Bozma / Pallet Dismantling Machine
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Makara Cakim & isleme Hatti / Cable Drum Nailing & Processing Line

Makara icin Ozel Makineler / Optional Machines For Cable Drum
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® FORM has modern and spacious production halls and space of 10.000 m2 in our facilities in Inegol-Bursa. Mechanical engineers, electrical engineers,
techinicians, salesmen and commercial personel form the solid team of 50 people who are directly integrated into the planning and production process.

® FORM, inegdl-Bursa'daki tesislerimizde modern ve ferah iiretim salomlarina ve 10.000 m2 alana sahiptir. Makine miihendisleri, elektrik miihendisleri,
teknisyenler, saticilar ve ticari personel, planlama ve iretim stirecine dogrudan entegre olan 50 kisiden olusan saglam bir ekip olusturur.

iINEGOL FORM MAKINA VE METAL SAN. TiC. LTD. STi. Phone: +90 224 714 1012 Fax: +90 224 714 0957
Cerrah Mah. Denizci Turgut Reis Cad. No. 4 E-Mail: info@formmaksan.com
TR-16400 INEGOL-BURSA / TURKIYE Web: www.formmaksan.com
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COMPANY HISTORY

Our company and brand FORM MAKINA® was founded in 1999 by our
Managing Director, Mr. Yusuf Dilek, who had already worked in this
machinery industry for 20 years. In 2016, our company changed its
name to Inegdl Form Makina ve Metal San, Tic. Ltd. Sti.

We specialize in the woodworking market for robust and high-
performance industrial processing and production machinery.

We have our own research and development projects that meet the
requirements of the wood and pallet industry and can be adapted at
any time. To meet the demands of the woodworking machinery
market, our company has begun to manufacture machines for
improvement, relief and labor productivity. Due to the continuous
development in this area we were professionalized and certified
with the quality management according to 1S0 9001: 2000.

FORM has modern and spacious production halls and space of
10,000 m? in our facilities in Inegol-Bursa. Mechanical engineers,
electrical engineers, technicians, salesmen and commercial
personnel form the solid team of 50 people who are directly
integrated into the planning and production process.

Our company is proud to be the first and only company in Turkey to
manufacture fully automated and high-speed complete machines
for the manufacture and processing of wooden pallet and cable
drums from our own production.

FORM has proven itself also in Euroupean and Asian market on
pallets and cable drums in the high-quality and economical
production of woodworking machines.

YUSUF DILEK (CEQ)

Our company continues this function and development so that professionals and experienced customers can benefit from our
research and development projects. The goal of our company is to produce machines that meet the quality standards of the
world, and to optimally represent the Turkish machinery industry with a basic understanding of sales and service worldwide.

Our experience, your advantage. ..

Proudly made in TURKIYE

TARIHCEMiZ

Firmamiz, 2016 yilinda 20 yillik sektor gegmisi olan FORM MAKINA® Yusuf Dilek (1999) biinyesinde hizmet vermeye baglamistir.
icinde bulundugumuz Agac isleme makinalari pazarina istekler ve talep dogrultusunda kendi arastirma-gelistirme projeleriyle
palet sanayisinde kullanilabilen iyilestirme, kolaylastirma ve isgiict verimini artirmaya yonelik makina dretimine baglamis, zaman
icerisinde gecmisten gelen tecribesi ile kendini gelistirerek bu alanda profesyonellesmis ve bu 6zelligini 1ISO 9001: 2000 Kalite
Yénetim Sistemi belgesiyle kanitlamistir. FORM, inegél-Bursa'daki tesislerimizde modern ve ferah iiretim salonlarina ve 10.000 m?
alana sahiptir. Makine muhendisleri, elektrik muhendisleri, teknisyenler, saticilar ve ticari personel, planlama ve Uretim slrecine
dogrudan entegre olan 50 kisiden olusan sadlam bir ekip olusturur. Firmamiz Ttirkiye genelinde tamami kendi imalatimiz olan palet
cakim ve makara gakim makinalarini Greten ilk ve tek firma olma gururunu yasamaktadir. Turkiye genelinde palet ve makara agag
isleme makinalari alaninda kaliteli ve ekonomik Uretimleriyle kendini kanitlayan firmamiz bu 6zelligini korumak ve daha da
gelistirmek amaciyla alanlarinda uzman ve deneyimli personeliyle arastirma ve gelistirme projelerine araliksiz olarak devam
etmektedir.

Firmamizin hedefi diinya ¢apinda kalite standartlarina uygun makinalar treterek, ilkeli satis ve servis anlayisiyla sadece yurtici
degil tim dunyaya hizmet vererek Turk Makina Sanayisini en iyi bigcimde temsil etmektir.

Bizim tecriibemiz, sizin avantajiniz...

Gururla TURKIYE'de iiretilmistir.
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Band resaws are supplied ir‘#

[ "uérti"éa'l, orizontal and tilted version combined with various infeed and
outfeed systems. Resaws,al$o availap ifferent versions configurated with multible heads.
i - ® |

Kesim makinalarimiz, cesitli-besteme-sistemleri-le-birlikte-dikey:-yatay.ve egik sekilde tedarik edilir.
bigkilar ayrica ¢coklukafalarla konfigtre edilmis farkl versiyonlarinda da

mevcuttur.
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ny years of gxperience of sawmills and planing
els from 600 up to 1200 mm diameter and, all come

= with a very robust framew_me‘els* wi d drive*gpacity are defined according to the individual
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Version and size of band resaws are individually configura?égacc
considering the type of application and requirements to feeding an
sawn timber resp. excess piece. N




MOBIL YATAY TOMRUK KESIM

Q\F ’\ R M INDUSTRIAL SAWMILL

F-MTK

WOODWORKING & PALLET MACHINERY

800/1000/1200

TESTERE
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Production capabilities:  Uretim Yetenekleri

e Lumber-grade o Kereste

e Pallet e Palet

e Cable drum e Kablo makarasi
e Furniture boards e Mobilya panolari
e Cants e Yatay kesim

* Flooring e Parke

Features/ Ozellikler:

Bi-Directional chain log turner Movable band saw stabilizer and guider Band saw stabilizer / Cutting line cleaner
Zincirli tomruk dondirme Hareketli serit testere sahitleyici ve fiber agizlik Serit testere sabitleyici / On kesici

Laser sight for cutting line Dual-Rod side support Hydraulic log turner Side stabilizer
Kesim cizgisi icin lazer Tomruk yan sabitleme Tomruk ve lata déndirme kolu Tomruk dayama
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High-Performance Industrial Sawmill

The F-MTK 800/1000/1200 features, heavy-duty
construction, low maintenance requirements and efficient
operation. The touch-screen displays various parameters
such as the dimensions of the material, current head
height, feed position and main engine power. To adjust
these parameters, the operator simply has to use the
touch screen to enter new settings.

[IFTINDIVIN WISTN A9V

The modern, heavy-duty bed has a log capacity of up to 6
tonnes. The massive steel beams that make up the frame
very stable and robust. All hydraulic log handling functions
- such as the log clamps, chain turners, power rollers, side
supports and hold-down clamps - are modular, and can be
moved to different places as needed.

The F-MTK can be used as a standalone sawmill to fully
process a log, or in addition to an existing business to
process irregular logs or to produce custom orders. It can
saw large diameter softwood, hardwood and tropical logs
from 2.0 m up to 6,5 m length.

Specifications / Ozellikler:

Cutting capacity:
Yiiksek Performansh Endistriyel Kesim Kesim k.apa3|teS|.
Log diameter Tomruk ¢apl (0 Max. 1250mm
F-MTK 800/1000/1200, yiiksek performansli hizmete, diisik Log length Tomruk uzulugu  : Max. 6000mm
bakim gereksinimleri ve verimli ¢alisma 6zelligine sahiptir.
BUyuk dokunmatik ekran, malzemenin boyutlari, mevcut Wheel:
govde yiksekligi, besleme konumu ve ana motor gicii gibi Volant:
gesitli parametreleri goruntdler. Bu parametreleri Wheel diameter Volant capi . (0 800-1200mm
ayarlamak icin operatorun yeni ayarl.ar.| girmek igin Wheel width Volant genigligi = 40-100mm
dokunmatik ekrani kullanmas! yeterlidir.
Blade:
Modern, yliksek performansli Mabil Yatay Tomruk Kesim Testere:
Makinesi 6 tona kadar kittk isleme kapasitesine sahiptir.
BUytik gelik kirigler gergeveyi ok stabil ve saglam kilar. Blade length Testere uzunlugu : 5800mm
Tum hidrolik tomruk isleme fonksiyonlar - tomruk Blade width Testere genigligi - :  100mm
tirnaklari, zincirli geviricileri, bagimsiz tasima rulolarr, Blade thickness Testere kalinligi ~— :  12mm
sabitleyici ve tomruk dayama gibi - modulerdir ve
gerektiginde farkli yerlere tasinabilir. Production:
Uretim:
F-MTK, Uretici firmalar i¢in 6zel ve dlizenli kesim igin ideal .. . r
bir Grandr. 2 m' den 6,5 m uzunluga kadar biytk capl Productivity Verimiilik :_Up to 40m°/8n/saat
yumusak, sert agag ve tropikal tomruk kesebilir. Power:
Gug:
Main motor Ana motor o 22kW-30kW  34KW-42kW
For wheel diameter Volant caprigin =~ :  (600/800 (¥1000/1200
* ¥ dedked
Heavy log loading station Lumber and board sorting conveyor Depends on log sizes, sawn wood dimensions and machine's configuration etc.
Tomruk ylkleme istasyonu Kapak ve lata ayirma bandi Tomruk ebatlarina ve makinenin yapilandirmasina bagldir

Floor anchored log clamp Claw guide for ejection Powered taper rollers 0Off-feed conveyor and rollers

Tomruk sabitleme tirnaklari Lata gdnderme taragi Tomruk yonlendirme makaralari Kereste ¢ikis bandi
(Optional/ Opsiyonel)




YATAY TOMRUK KESIM MAKINESI

/C\F R M HORIZONTAL FOUR HEAD BANDSAW FOR LOGS
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Multiple saw heads (1-4 pcs.)
Coklu testere basliklari (1-4 ad.]

ﬁ& l : . Cutting speed digitally adjustable
7N\ _m_"f' : Kesim hizi dijital ayarli
My Digitally adjustable cutting height
'ﬂ\(\ ((\L(\\’ ! L}E})r Kesim yuksekligi dijital ayarli
~—

Max. 400mm @




Log loading station”
Tomruk bekletme bandi

Features/ Ozellikler:

Bi-Directional log turner*
Tomruk yonlendirme

Material (boards) output conveyor*
Lata istifleme bandi

(*) Optional / Opsiyonel

Specifications / Ozellikler:

Line sketch at page 72.
Teknik gizim sayfa 72'de.

Cutting capacity:
Kesim kapasitesi:
Log diameter Tomruk ¢apl : Min. - Max. (150-400mm
Log length Tomruk uzulugu : Min. - Max. 1250-4000mm
Wheel:
Volant:
Wheel diameter Volant capl : (0 800mm
Wheel width Volant genisligi ~ : 100mm
Blade/Testere:
Blade length Testere uzunlugu  6150mm
Blade width Testere genigligi : 100mm
Blade thickness Testere kalinligl  : 12mm
Production/Uretim:
Productivity Verimlilik up to 120m?3/day

Pre-sorted logs in lot sizes
Capa gore tanzim edilmis tomruk icin

: (0100-250 or (200-400mm
: (1100-250 veya (200-400mm

Power/Giic:
Main mator Ana motor
For wheel diameter Volant capt igin
Total Power Toplam gli¢

(each head)

22kW-30kW  34kW-42kW
(¢600/800mm (1000/1200
95 kW - 380V

4TTINIVIN WISTX SV
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TESTERE

Uretim Yetenekleri
e Dikenli zincir besleme sistemi

Production capabilities:
e Spiky chain feed system

o Side disks e Yan diskler

o Side rollers e Yan silindirler

e Heavy spiked hold-down rollers e Agir givili st baski silindirleri
T e Hydraulic blade tension o Hidrolik bicak germesi

o Blade lubrication e Bicak yaglama

e Twin cutting heads remove two sides of logs, cants and slabs.

e The FBK D300 Twin Vertical Saw uses thin-kerf blades to Specifications / Ozellikler:

efficiently remove the two vertical sides of logs up to

450mm diameter. cUttmg capacity:
Kesim kapasitesi:
e The FBK D300 is cost-effective, versatile, designed for high

performance and built strong for years of reliable service. Log diameter Tomruk capi (@ Max. 450mm
This vertical resaw works equally well as a stand-alone unit Log length Tomruk uzulugu :  Max. 4m
or integrated with an existing sawmill line.
Wheel:
e A movable control stand, holds all controls for chain feed Volant:
speed, cut width, laser activation, and optional Setworks. Wheel diameter Volant capi - (0 1000mm & 1200mm
' Wheel width Volant genigligi :  60mm & 80mm & 100mm
@ |kiz serit bigki tomruk ve kalas yanlarini dikine olarak keser.
Speed:
® FBK D300 ikiz Serit Bicki, tomruklarin iki dikey kenarini 450 mm Hiz:
apa kadar etkin bir sekilde ¢ikarmak igin ince uglu bicaklar . : .
Euﬁamr ; ¢ ¢ Gupe Feeding speed llerleme hizi : 30m/min. 30m/dk
Power: Variable power / Degiken g
® FBK D300 dusiik maliyetli, cok yonld, yiksek performans icin Giig: ariable power / Degizken gug
tasarlanmis ve yillarca guvenilir hizmet igin guclu bir yapiya A B c
sahiptir. Bu dikey yeniden sekillendirme, bagimsiz bir birim Main motor Ana motor © kW 185kW - 30kW
olarak esit derecede iyi caligir veya mevcut bir kereste fabrikasi Total power Toplam giig © 195kW 27KW  38.5kW

hattina entegre edilebilir.

® Mobil kontrol paneli araciligi ile butin hiz ve kesim ayarlarini
rahatca isleyip calisabilirsiniz.

Features/ Ozellikler:

*
Log loading station

Tomruk yiikleme
*(Optional/ Opsiyonel)

*%
Lumber and board sorting
Kapak ayirma bandi

. > **(Optional/ Opsiyonel)
Log right-left turning Cover dropping rollers Board transfer to conveyor Full line projects at page 68-71
Tomruk sag-sol dondlrme dislileri ~ Kapak dustrme rulolari Kapak aktarim Gnitesi Ornek projeler sayfa 68-71'de
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ECO VERTICAL TWIN RESAW
EKO IKIZ SERIT BICKI

Standard Vertical Resaw

@ The FBK D250 Twin Vertical Saw uses thin-kerf blades to
efficiently remove the two vertical sides of logs up to
250mm diameter.

e The FBK D250 is cost-effective, versatile, designed for high
performance and built strong for years of reliable service.
This vertical resaw works equally well as a stand-alone unit
or integrated with an existing sawmill line.

® A movable control stand, holds all controls for chain feed
speed, cut width, laser activation, and optional Setworks.

Standart Dikey Kesim

® FBK D250 Ikiz Serit Bicki, tomruklarin iki dikey kenarini 250 mm

capa kadar etkin bir sekilde gikarmak icin ince uglu bigaklar

ﬁ kullanir.

7

i / ® [BK D250 distk maliyetli, ok yonld, yiksek performans icin
\ \/ tasarlanmis ve yillarca guvenilir hizmet igin guclu bir yapiya
vv‘ / sahiptir. Bu dikey yeniden sekillendirme, bagimsiz bir birim
olarak esit derecede iyi galisir veya mevcut bir kereste fabrikasi
Max. 250mm @ hattina entegre edilebilir..

R
0 ® Mobil kontrol paneli aracilidi ile bitin hiz ve kesim ayarlarini
rahatca isleyip calisabilirsiniz.

NENNNAN o Twin cutting heads remove two sides of logs, cants and slabs.

kiz serit bigki tomruk ve kalas yanlarini dikine olarak keser.

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Log diameter Tomruk cap! . (0 Max. 250mm
Log length Tomruk uzulugu : Max. 2m
Wheel:
Heavy spiked hold-down rollers Volant:
gi'r'lﬁetﬁmmk sabitleyici baski Wheel diameter Volant ¢apl . 600mm & 800mm
3 Wheel width Volant genigligi :  40mm & 85mm
Speed:
Hiz:
Feeding speed ilerlemehizi ~ : 30m/min. 30m/dk
Power:
Gug:
- - Main motor Ana mator : Tkw
Cover transport band Total power Toplam gig  :  14kW

Kapak tasima bandl
*(Optional/ Opsiyonel)

[IFTINDIVIN WISTN A9V
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LFORM

TEKLI LATA VE KAPAK KIVILAMA
F I L K W™ WOODWORKING & PALLET MACHINERY

500

Flexible one head band resaw for all woodworkers
and wood processors.

® Solid and robust construction

e Special alloy hard-cast wheels

® Excellent performance potential

e Easily adjustable and exchangceable saw blade guidiance

'_||:|.I. Al
I;“!u 1 2 e Simple and easy to adjust

e Convenient operation

Tum ahsap ve agac isletmeleri icin tekli lata ve
kapak kiyilama

® Ekstra kalin profil gévde

o (zel alasimli sert dokiim volantlar

e Yiksek performans potansiyeli

® Kolayca ayarlanabilir ve degistirilebilir
bant testere mekanizmasi

e Basit ve ayarlamasi kolay ¢calisma saglar

e Upper press wheels / Ust pres tekerlekleri // = —
e Spiked chain conveyor / igneli zincir bandi 7 — * o
L 1 (= o
' Max. 600mm ' : AT
Features / Ozellikler: Specifications / Ozellikler:
Cutting capacity:
Kesim kapasitesi:
Cutting depth Kesim kalinlig - Max. 500mm
Cutting width Kesim genisligi ~ : Max. 600mm
Cutting height Kesim yUksekligi : Max. 300mm
Wheel:
*Board transfer to Vertical Bandsaw Volant:
Kapaklari alinmis tomrugun -~ Wheel diameter Volant gapi : (0 800mm & 1000mm
1ok L ata Makinesine aktarim dnitesi Wheel width Volant genigligi ~ :  40mm - 80mm - 100mm
Speed:
Hiz:
Feeding speed ilerleme hizi . 30m/min. 30m/dk
ES;VGF: Variable power / Degisken giig
A B
i Main motor Ana motor : MKW 18,5kW
One side vertical cut Total power Toplam giig :11,75kW- 19,15kW

Lata tek kenar alma

Full line projects at page 68-71
Ornek projeler sayfa 68-71'de



~

SANIHIVIN INILLNI AOOM

TWIN VERTICAL BANDSAW
IKIZ LATA VE KAPAK KIYILAMA

FILK

G500

TESTERE

Flexible two head band resaw for all woodworkers
and wood processors.

e Solid and robust construction

[IFTINDIVIN WISTN A9V

e Special alloy hard-cast wheels
e Excellent performance potential

® Easily adjustable and exchangceable
saw blade guidiance

e Simple and easy to adjust

e Convenient operation

Tum ahsap ve agag |§Ietmeler| icin
ikiz lata ve kapak kiyllama

e Ekstra kalin profil gévde
e (zel alasimli sert dokiim volantlar
e Yiksek performans potansiyeli

o Kolayca ayarlanabilir ve degistirilebilir
bant testere mekanizmasi

® Basit ve ayarlamasi kolay calisma saglar

e Upper press wheels / Ust pres tekerlekleri
o Spiked chain conveyor / igneli zincir bandi

Specifications / Ozellikler:
Cutting capacity:
I/ / /\ t\\\\‘ Kesim kapasitesi:

S0t /// ——

)/A

] Cutting depth Kesim kalinligt : Max. 500mm
Max. 600mm Cutting width Kesim genisligi ~ : Max. 600mm
) Cutting height Kesim yuksekligi : Max. 300mm
Features/ Ozellikler: Wheel:
Volant:
Wheel diameter Volant ¢api : (0 800mm & 1000mm
Wheel width Volant genigligi ~ : 40mm - 80mm - 100mm
Speed:
Hiz:
Feeding speed ilerleme hizi . 30m/min. 30m/dk
Ppwer: Variable power / Degisken giig
Gug:
; A B
*Heavy spiked rollers for upper press izl o Ana motor © MKW 18,5kwW
Giris tomruk sabitleyici Ust baski dislileri Total power Toplam gi¢ 185KW 21kW

*(Optional/ Opsiyonel)
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iKILi KAPAK ISLEME (100'LUK DOLU KASNAK)
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HEAVY HORIZONTAL RESAW

The FORM FYTK G450 Resaws pack a punch when
it comes to performance for such a small
package. These machines are capable feed
speeds in excess of 40 m/min without wavering
in the cut.

Its high performance is the result of many years
of design refinement. Our high strain column
design offering accurate, high speed cutting at
an affordable price.

These machines are highly versatile. It can be
used to process sideboards and square cants
alike. With their solid frames, these machines
can be moved quickly and integrated into
existing operations with ease. Their flexibility, low
power consumption, high performance and high
quality makes them our most popular resaws on
the market.

TESTERE

*Control board —
Kontrol paneli R
L Max. 600mm 2
e Available in single or twin head
configurations. T
Max. . ~ N
® Heavy duty slatt-chain ® Pneumatic assisted, soomm 7 ///;\\\\\
feed with variable speed powered hold-down Y=\ \\ )
Features/ Ozellikler: Specifications / Ozellikler:
Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim yuksekligi : Max. 300mm
Cutting width Kesim genisligi : Max. 600mm
Wheel:
Volant:
2 head .
[;i?’?}t,\éstee?eskafall Wheel d|§meter Volant Gap : (1000mm & 1200mm
] Wheel width Volant genisligi :100mm & 120mm
Speed:
Hiz:
Cutting speed Kesme hizi : Max. 40m/min. 40m/dk.
Power:
Gug:
*Sample discharge conveyor Main motor Ana motor . 30kW (each saw head/ her gévde igin)
Ornek cikis tasima bandi Total Power Toplam giig . 63kW (2 heads/ govdeli)
+(Optional / Opsiyonel) Power supply Giig kaynag : 380V/50Hz, 3Ph
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TWIN HEAD LOG COVER CUTTING
IKILI KAPAK ISLEME (8O'LIK KAYISLI KASNAK)

IKLT

G-420

OZEL YATAY KESIM

FORM kapak yarma makinasi, boyle kompak
govde icin mikemmel bir performans
sunuyor. Bu makineler kesimde dalgalanmasi
olmadan 40 m / dak'dan daha fazla ilerleme
hizi kapasitesine sahiptir.

[IFTINDIVIN WISTN A9V

Yuksek performansi, yillarca stiren tasarim
gelistirmesinin sonucudur. Glclu gévde
tasarimi yiksek hizli kesim saglar.

Bu makineler ¢ok yonlldur. Mevcut islemlere
hizli ve kolay bir sekilde entegre edilebilir.
Konforlu ve kolay kullanimi, distk glic
tuketimi, yuksek performansi ve kalitesi
S makinelerimizi pazardaki en popiler

- Urtnlerimizden biri yapar.

5 L
My F =
b -
pr=r
=T
R % 3 TESTERE

pE—— ST
7777/ \ | 300mm
e Tek veya cift kafa konfigiirasyonlari da Villdzza>) N\
mevcuttur.
e Yiiksek performansli ve hiz ayarli e Pnomatik ve motor destekli
diiz zincir beslemesi. ust baski sistemi A

Features/ Ozellikler:

‘ifl.-a

Specifications / Ozellikler:

Cutting capacity:
o, Kesim kapasitesi:
Cutting height Kesim yuksekligi : Max. 300mm
Cutting width Kesim genisligi  : Max. 450mm
Wheel:
Stainess steel slat-chain Volant:
Ozel paslanmaz diiz celik zincir Wheel d@meter Volant gap|. o (0 800mm
_ Wheel width Volant genigligi  :  40mm - 85mm
Speed:
Hiz:
Cutting speed Kesme hizi : Max. 40m/min. 40m/dk.
Power:
Gug:
Main motor Ana motor . 18,5kW (each saw head / her govde icin)
Total Power Toplam giig : 41kW (2 heads / govdeli)

Heavy hold-down rollers
AQir Ust baski rulolari

Full line projects at page 68-71
Ornek projeler sayfa 68-71'de




A VY
/-\ ® HEAVY TWIN HEAD LOG COVER CUTTING
CF @ R M IKILI KAPAK ve LATA ISLEME

'w WOODWORKING & PALLET MACHINERY

(80'LIK PARMAKLI DOLU KASNAK)

Max. 450mm

e SN
=\ 3
it za> )\
e Available in single or twin head configurations. e Automatic cutting height adjustment.
Tek veya cift kafa konfigtrasyonlar da mevcuttur. Otomatik kesim yuksekligi ayar.
e With extremely robust and longlife design. e ideal for medium and high production sawmills.
Son derece saglam ve uzun émarll tasarima sahip. Orta ve yuksek Uretim tesisleri igin idealdir.

P |
L

S-S
e Slimple and clear operating elements e Return conveyor (motorized)
Basit ve anlasilir isletim sistemi Geri donds bandr (motorlu)



This is the premium saw head model of
our heavy industrial saws.

J S SR A
® Heavy duty slatt-chain feed with variable speed
Hiz ayarli duz celik besleme bandi

Bu agir endistriyel testerelerimizin
ust sinif testere kafasi modelidir.

e Pneumatic assisted, powered hold-down spiked rollers
Pnomatik destekli agir st baski rulolart

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim yuksekligi Max. 350mm
Cutting width Kesim genisligi Max. 450mm
Wheel:
Volant:
Wheel diameter  Volant capi (@ 800mm
Wheel width Volant genisligi 85mm
Speed:
Hiz:
Cutting speed Kesme hizi Max. 40m/min. 40m/dk.
Power:
Gug:
Main mator Ana motor 30kW (each saw head / her gévde icin)
Total power Toplam glig 63kW (2 heads / 2 govdeli)

~

[IFTINDIVI WISTN IV
SANIHIVIN 9NILLND AOOM
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| . HORIZONTAL MULTI-HEAD SAW
KC\F ORM

\&# YATAY SERIT DILIMLEME MAKINESI
vc D M "™ WOODWORKING & PALLET MACHINERY

G-350 Multiple saw heads (1-6 pcs.)
Coklu testere bagliklari (1-6 ad.)

Max. 350mm V/////m\\\ \\\

(Standart/Standard)

[Opsiyfr?e[]l%r;tionall ‘\\\\\\ \k:—/j// ///
I \ N—~ %

e Cutting thickness automatic by joystick (hydraulic)
o Kesim kalinligi joystick ile otomatik (hidrolik) ayarli

Max. 250mm Reverse band system
(Standart/Standard)

350mm Geri donus band
(Opsiyonel/Optional)

Full line projects at page 68-71
Ornek projeler sayfa 68-71'de

Features/ Ozellikler:

Special hard cast iron flywheels Cutting height max. 350mm Edge milling and press rollers Emergency-stop buttons
Ozel Sert dékim volantlar Kesim yuksekligi max. 350mm Malzeme kenar sakal alma Acil-Stop butonlari
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Performance : Performans : § :ll
==
e Saws up to six boards in one pass o Tek seferde 6 adete kadar dilimleme =@
e Uses thin-kerf to produce precise cutsand ¢ Hassas kesim ve daha yiksek verim elde etmek .
higher yields icin ince testereler kullanilabilr ~. >
e Add heads to incrase productivity e \Verimi arttirmak icin 6 kafaya kadar dretilir (:?:
e Currently in use by operations worldwide e Suanda dunya gapinda orta ve blyiik agag E
e Dust collector port isletme sirketlerinde kullaniimakta m
o Saw blade tension conrolled by hydraulic e Talas cikis ve emme boru konektor( wn
system e Testere gerimi hidrolik sistem tarafindan
e Gagged fibre and cylinder muzzle kontrol edilir
e Water coolant system e Sabit kesim igin fiber agizlik

e SU sogutma sistemi

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim yuksekligi : Max. 350mm
Cutting width Kesim genisligi : Max. 250mm (optional max. 300mm)

Wheel:  (special belt wheels / Ozel kayisli)

Volant:
Wheel diameter Volant ¢api : (0 800mm
Wheel width Volant genisligi : 40mm-85mm (opsiyonel/optional)
Speed:
Hiz:
Cutting speed Kesme hizi : Max. 40m/min. 40m/dk
Power:
Gug:
Main motor Ana motor : NkW (each saw head / her govde icin)
Total Power Toplam giig :© 473KW (4 heads / 4 govdeli)
Power supply GUg kaynagi : 380V/50Hz, 3Ph

Optional: speed adjustment system
Opsiyonel: hiz ayar sistemi

Bandsaw tension buttons Upper press pneumatic switch Return conveyor With 6 saw heads version
Testere gerdirme butonlari Ust baski rulo sensért Latanin tekrar isleme girmesi Opsiyonel olarak 6 gévdeli
icin geri donis bandi Yatay Serit Makinesi




A VY
o MANUAL CROSS CUTTING
EFoam

MANUEL BOY KESME MAKINESI
T M B M W™ WOODWORKING & PALLET MACHINERY

Specifications / Ozellikler:

For cutting slabs and boards into Cutting capacity:
small pieces. Cutting head driven Kesim kapasitest
by hand whell which is very eas Cutting height Kesim yiksekligi Max. 160mm
y W + WHICN IS Very easy Cutting length Kesim uzunlugu  Max. 2500mm
and precise. Circular saw:
Testere:
Kereste ve latalari istenilen Circular diameter ~ Testere ¢ap! (@ 500 (Max. 550mm)
. Power:
ufak parcalar halinde boylamak Gu‘g;
icin manuel el ¢arki ile cok Total power Toplam gig 4KW
kolay ve gtvenli kesim. Power supply Giig kaynag 380V/50Hz, 3Ph

VERTICAL BANDSAW
TABLALI BICKI

F-TB

600/800

Industrial design, optimal
function even in continuous
operation and Operator safety.
This series is particularly
suitable for industrial production
operations, for carpentry or for

Wy

cutting Planks and laminated. Adjustable width stop with scale Hydraulic bandsaw tension
Sabit kesim igin 6lcu ayar ve malzeme dayama Hidrolik sikma 6l¢U ayari

Specifications / Ozellikler:

Endustriyel tasarim, strekli

calismada bile optimum islev ve ﬁggmgggg‘;g
operator guvenligi. Cutting height Kesim yuksekligi Max. 400mm (Ayarlanabilir agizlik)
Bu seri 6zellikle endustriyel Cutting width Kesim genisligi ~ 5-300mm Min./Max.
uretim operasyonlari, Wheal
marangozIluk veya lamine, plaka Volant:
isleri icin uygundur. Wheel diameter  Volant cap () 600-800mm
Power:
Gug:
Total power Toplam gug kw

Power supply Gug kaynagi  380V/50Hz, 3Ph
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SANIHIVIN INILLNI AOOM

DOUBLE SPINDLE MULTIPLE RIP SAW
CIFT MILLI COKLU DILME

FDSR

150/240

High-performance multi-blade rip saw for all requirements.

I4TTINIIVIN WISTN vV

Strong solutions to make your cutting even more profitable

- High performance potential - Yuksek performansli gift milli oklu dilme
- Maximum stability and productivity - Maksimum Uretim ve verimlilik kapasitesi
- Outstanding user-friendliness - Kolay ve temiz kullanim
- SafetyPlus anti kick-back device - Anti geri tepme sistemi

150-"240mm
———

m ISUU-'350mm
Specifications / Ozellikler:

Two-spindle multiple ripsaw / Cift milli coklu dilme
Horizontal cut / Yatay kesim

Cutting height Kesim yuksekligi : 300mm / 350mm “optional
Cutting width Kesim genisligi :150mm or 240mm

Cutting length Kesim uzunlugu : No limit

Diameter saws Testere capl - (0300 - 350mm

Feed speed Besleme hizi - 40m / min. / dk.

Main motor Ana mator . 22kW 2 pcs. / 2 tane

Hydraulic motor  Hidrolik motor . 15kwW |
Total power Toplam gug - 455kW




L\
/\ | . TIMBER CROSS CUTTER
LFORM

BOY KESME MAKINESI

"w WOODWORKING & PALLET MACHINERY

Multiple saw blades (2-5 pcs.)
Coklu testere basliklari (2-5 ad |

® FORM can offer machines in all performance classes
with different specifications in the area of cross-
cutting. Intelligent system solutions, optimization
software and automations complete the range of
products.

e Timber sawing
e Circular saw Kereste kesim
Dairesel testere @550mm

I\| . Max. 6000mm

Max. 600mm

e F0RM size capraz kesim alaninda farkli 6zelliklere
sahip tim performans siniflarinda makineler sunar.
Akl sistem g6zumleri, optimizasyon yazilimi ve
otomasyonlar Urin yelpazesini tamamlar.

Features/ Ozellikler:
: 0550mm ® For maximum material yield

Maksimum malzeme verimi

Specifications / Ozellikler:

Cutting capacity:
: Kesim kapasitesi:
Protection cover for saw Cutting length Kesim uzunlugu :  Min. 400mm Max. 6000mm
Testere korumalari Cutting height Kesim yuksekligi :  Max. 200mm
Cutting width Kesim genisligi  : Max. 600mm
Power:
Gug:
Main motor Ana motor . 1IkW (each saw head / her bigak igin)
Total Power Toplam guc . 59kW (5 saws / bicakli)
*Egg{gncogyeggg ?;"adban | * Makina Olgiisti (5 Bigaklr): Uzunluk 7600mm, Genislik 2350mm, Agirlik 1950kg
'[UptionalOEsiyo?lel] ; Machine dimesions (5 Blades): Length 7600mm, Width 2350mm, Weight 1950kg
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SANIHIVIN INILLNI AOOM

AUTOMATIC CROSS-CUTTING
TEKLI OTOMATIK BOY KESME

e FTOB B500 is designed for companies that process solid
wood and put maximum emphasis on quality and yield
of their production.

e Used for cutting wood blocks, boards, massive
furniture parts, floor boards, planks, packages, etc.

[IFTINDIVIN WISTN A9V

e [TOB B500, masif ahsabi isleyen, kalitelerine ve Uretimlerinin
verimine azami dnem veren sirketler icin tasarlanmistir.

e Tahta bloklar, buytk mobilya pargalari, zeminler, doseme
tahtalari, paketler vb. kesmek icin kullanilir.

e The most universal optimizing cross-cut saw
e En optimize ve kullanisl otomatik boy kesme makinesi

e The solid and robust design of optimizing saw ensures
accurate and fast cutting of wood

e Makinanin saglam tasarimi ahsabin hassas ve hizli
kesilmesini saglar

Specifications / Ozellikler:

ERasttatecsmnatat: MRS Cutting capacity:
— /! Kesim kapasitesi:
el Cutting length Kesim uzunlugu  : Min. 5mm Max. 4000mm
= —— —— Cutting height Kesim yksekligi :  Max. 200mm
— e———————— Cutting width Kesim genigligi ~ :  Max. 500mm
[
Power:

I | — Giig:

Max. 4000mm Min. Smm Main motor Ana motor . Tkw

. Total Power Toplam guic :Thkw

Makina Olcisti: Uzunluk 9850mm, Genislik 2210mm, Yiikseklik 1770mm, Agirlik 3100kg
Machine dimesions: Length 9850mm, Width 2210mm, Height 1770mm, Weight 3100kg

Upper press stabilizer for cutting  Double button for safety operation Rod side support Digital panel control
Ust baski kesim sabitleyicisi Calisma guvenligi igin cift buton  Lata dizeltme tirnaklari Dijital panel kontrol




/C\F R M DOUBLE EDGING & SLICING CUTTER

CIFT KENAR ALMA & COKLU DILIMLEME
c KA D M "w WOODWORKING & PALLET MACHINERY

120/160

*Wood shaving waste band
Talas ¢ikis bandi

*Laser pointer
Lazer isaretleyici

Features / _Ozellikler:

“* Butonlu/Pedalli

(kilitli veya kilitsiz hidrolik) Movable finger iron platers for

safe guidance and protection.
Calisma gavenligini saglayan
siperler (alt-Ust).

Standard version
Standart versiyonu

R NI T2 Y

Specifications / Ozellikler:

Max. 15 raws circular saws,

Cutting capacity: adustable distances.

Kesim kapasitesi: Max. 15 testereli dilimleme, testere
araliklari istege gore opsiyoneldir.

Cutting height Kesim yuksekligi ~ :  Max. 120mm / 160mm
Saw:
Testere:
Circular saw Daire testere . Max. 15 Circular saws / Daire testere
Circular saw diameter Daire testere gapi  : (0 450mm
Power:
Gug: .
A B C D Hydraulic upper roller
Axe motor Mil motoru ©22kW  3TKW  45KW  B5KW grﬁﬁzlérres and movable
Total Power Toplam gig - 255KW 305kW 485kW  585kW H)i(drolik b.ask|l|, bagimsiz ve

hareketli merdaneler.
“(Optional / Opsiyonel) Extra Parts! / Ekstra Parcalar!



STANDARD EDGING & SLICING CUTTER

YAM

Features/ Ozellikler:

Movable finger iron platers for
safe guidance and protection.
Calisma gavenligini saglayan
siperler.

Max. 15 raws circular saw slicing.
Max. 15 testereli dilimleme, testere
araliklari istege gore opsiyoneldir.

Hydraulic upper roller
pressure and movable
cylinders.

Hidrolik baskili, bagimsiz ve
hareketli merdaneler.

STANDART YAN ALMA MAKINESI

Multi-blade rip saw (one axis)

e Perfect cut quality
o Mikemmel kesim kalitesi

@ Short setup times
® Kisa kurulum sureleri

e Low space requirements, compact design
e Az alan gereksinimi, kompakt tasarim

Coklu testere basliklari (tek milli)

“Laser pointer
Lazer isaretleyici

HUTEINN

o | A NN L

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim yuksekligi Min-Max. 10mm / 80mm
Saw:
Testere:
Circular saw Daire testere Max. 15
Circular saw diameter Daire testere cap! (¢ 300mm
Power: ‘ o
GUQ: Variable power / Degdigken gl
A B C
Axe motor Mil motoru © 75kW MKW 15kW
Total Power Toplam gli¢ © 925kW 12,75kW 16,75kW

*(Optional / Opsiyonel) Extra Parts! / Ekstra Parcalar!

Full line projects at page 68-71
Ornek projeler sayfa 68-71'de

[IFTINDIVIN WISTN A9V

~

SANIHIVIN INILLNI AOOM




A4 VY
/-\ /‘\ ® AUTOMATIC CROSS CUTTING FOR WOODEN BLOCKS
LFORM

TAKOZ KESME MAKINESI (OTOMATIK)

'w WOODWORKING & PALLET MACHINERY

An all-rounder among the chop saws.
Automatic cutting of strips, boards
and squared timbers for individual and

Servo Pusher series production.

Digital Screen Servo [tici

Dijital Ekran

Cok yonlU boylama makinesi.
Seri Uretim igin tahtalarin ve kalaslarin
otomatik kesimi igin tasarlanmigstir.

e Automatic servo direction pusher
Otomatik servo besleme kolu

® Digital adjustment of cutting length

Dijital ayarli kesim uzunlugu

e Different settings for cutting sizes
Kesme boyutlarricin kayitl ve farkli ayarlar

Suction Port
Talas Cikis Portu
?100mm

e Circular saw
Dairesel testere

@ 550mm

® “Pneumatic Loading Device / Pnomatik Yiikleme Magazini

Pallet Blocks

Features / Ozellikler: Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim ytksekligi ~ :  Max. 150mm
Cutting length Kesin uzunlugu : Max. 5000mm*™
Cutting width Kesim genisligi . Max. 150mm
Speed:
Hiz:
Cutting speed Kesim hizi . 50 Pcs/min. 50 Adet/dk.
Ppwer: Variable power / Degisken giig
Gug:
e Can cut up to 50 blocks/min : A B c
Dakikada 50 adet takoz kesimi el el Ana motor " B5KW  75KW  TKW
. Total Power Toplam gue : 6,25|(W 8,25|(W 11,75|(W
© Blocks for new pallet production Power supply Guc kaynag . 380V/50Hz, 3Ph

Yeni palet Uretimi icin takozlar
“(Optional / Opsiyonel) Extra Parts! / Ekstra Parcalar!
** 3 Farkli ebatda maksimum boy kesimli (3000-4000-5000mm).
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SANIHIVIN INILLNI AOOM

STABLE CHAIN CROSS CUTTING FOR WOODEN BLOCKS
SABIT ZINCIRLI TAKOZ KESME MAKINESi

Heavy cross-cutting machine with
multiple circular saws for mass
production of wooden blocks.

[IFTINDIVIN WISTN A9V

Takoz seri Uretimi igin ¢ok sayida
dairesel testereye sahip agir daire
testere kesim makinesi.

e Circular saw
Dairesel testere

Saws: @ 300-450mm
(optional sizes)

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:

Cutting height Kesim yiksekligi ~ :  Max. 120mm

Features / Ozellikler:

Can cut up to 200 blocks/min
Dakikada 200 adet takoz kesmektedir Speed;

Hiz:
Cutting speed Kesim hizi : 200 Pcs/min. 200 Adet/dk.

Power:
Gug:

Main motor Ana motor o NkW
Total Power Toplam gl : 1175kW

Back view
Arka gorintu




A VY
/\ 78\ ® WOODEN BLOCKS CUTTING MACHINE (PNEUMATIC)
LFoRM

TAKOZ KESME MAKINESI (PNOMATIK)
T KM P "W WOODWORKING & PALLET MACHINERY

e Pneumatic material feeder system with rolling table
Rulolu pnématik malzeme besleme sistemi

e Circular saw )
Dairesel testere =~

@ 500mm
Specifications / Ozellikler:
Cutting capacity:
Kesim kapasitesi:
Cutting height Kesim ylksekligi ~ :  Max. 120mm
Block sizes length Takoz uzunlugu : Min. Max. 50-200mm
Speed:
Hiz:
Cutting speed Kesim hizi ;50 Pcs/min. 50 Adet/dk.
Power:
Gug:
Main motor Ana mator . 4kW
Total Power Toplam gl¢ . 525kw
Power supply GUc kaynag . 380V/50Hz, 3Ph
Weight Agirlik . 430kg

Block and cutting stabilizer
Sabit kesim Ust ve yan baski



~

SANIHIVIN INILLNI AOOM

WOODEN BLOCKS CUTTING MACHINE (MANUAL)
TAKOZ KESME MAKINESI (MANUEL)

TKM-M

[IFTINDIVIN WISTN A9V

e Manual material feeding with operator.
e Solid coustruction and succesfully in
use at pallet manufactures worldwide.

e (perator ile manuel malzeme besleme.

e Saglam yapili ve bagarili bir sekilde
palet Uretiminde dinya capinda
kulllaniimaktadir.

e Circular saw
Dairesel testere

@ 500mm

® Basic machine for all pallet producers.
Tum palet dreticileri icin temel makine.

Specifications / Ozellikler:

Cutting capacity:
Kesim kapasitesi:
Pneumatic plate stabilizer for cutting Cutting height Kesim yukseklidi - Max. 120mm
Sabit kesim igin pnomatik yan destek Block sizes length Takoz uzunlugu . Min. Max. 50-200mm
. Speed:
Hiz:
Cutting speed Kesim hizi . 40 Pcs/min. 40 Adet/dk.
Power:
Gug:
Main mator Ana motor < L4kW
Total Power Toplam gl¢ < LW
Power supply Glig kaynadi : 380V/50Hz, 3Ph
Weight Agirlik . 370kg

Board feeding manual
Malzeme makineye elle beslenir




TAKOZ OYMA MAKINESI

A VY
/\ 7\ ® BEAM NOTCHING MACHINE FOR STRINGER PALLETS
LFoRM

"w WOODWORKING & PALLET MACHINERY

Double head pallet notching machine
Quickly notch boards, recyled material and cants.
Manual feeding with one operator.

Cift kafa palet oyma makinesi
Hizli tahta, kalas ve geri dénisimli malzeme
oyar. Manuel besleme

|**

e Milling length + depth adjustable at servo mode
e Digital screen for adjustments at servo model.”
e Manual material feeding.

Features / Ozellikler:

Specifications / Ozellikler:

Processing capacity:
Isleme kapasitesi:

Carving length Oyma uzunlugu : Min. 200mm Max. 350mm
Carving height Oyma yuksekligi ~ : Max. 100mm
Carving width Oyma derinligi : Max. 70mm
Speed:
2 special cutter heads (e (240 pes/h. saat)
2 0zel kesim basliklari Processing speed Oyma hizi . 4Pcs./min 4 Adet/dk.
g[?gver: Variable power / Degisken giic
. 3
Pneumatic system A B*"
Pndmatik sistem Main motor Ana motor : MkW  1kW (2 Pcs. / Adet)

*gewo system Total Power Toplam guig : 22kW  235kW

Servo sistem

N,
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Specifications / Ozellikler:

Processing capacity:
Isleme kapasitesi:

Board widht Tahta genisligi ~ :  Min. 60mm Max. 250mm
Board length Tahta uzunlugu : Min. 600mm Max. 3000mm
Power:
Gug:
Main motor Ana motor . 055kW (3 Pcs. / Adet)
Total Power Toplam gli¢ . 1,65kW
Power supply Gic kaynagi : 380V/50Hz, 3Ph
After horizontal oot Makina Olgusu: Uzunluk 2450mm, Geniglik 450mm, Agirlik 250kg
er horizontal resaw outpu - : .
Vatay serit makinesi ckiginda Machine dimesions: Length 2450mm, Width 450mm, Weight 250kg
F-TPA BOARD CHAMFERING MACHINE
150 TAHTA PAH ALMA MAKINESI

-~ ey Double edge chamfering for pallet
o . bottom boards with 2 special blades.
45 _d ""-'.':E_;h.

T —
S

For pallet bottom boards. (f.e. Europallets) ""*'~'==.-,.=;~..__.,._i___
Palet alt tahta pah. (Europalet)

® Adjustable stacking magazin for boards for infeed.
Material output one by one
® ?2x pieces connecting port for dust exhaust.

Special board chamfering blades
Ozel pah alma bigaklari

Specifications / Ozellikler:

Processing capacity
Isleme kapasitesi:
Chamfering width isleme genisligi  :  Min. 80mm - Max. 150mm
Chamfering length isleme uzunlugu : Min. 300mm - Max. 1600mm

Power
Gug:

Total Power Toplam gli¢ . 225 kW
Power supply Giic kaynagi 380V/50Hz, 3Ph



A= = VY
/-\ 78\ ® BAND SAW SHARPENING MACHINE
LFORM

SERIT TESTERE BiLEME MAKINESI

"w WOODWORKING & PALLET MACHINERY

TESTERE

Sharpening Machine with Lubrication:
Grinding angle: 18°-30°

Tooth pitch: 12-24mm

Saw blade width: 5-120mm
Grinding profile: PV (adjustable)
Automatic grinding

Lubrication: water/oil mix.
Weight: 310kg

Sulu Bileme Makinesi:
Taslama agisl: 18°-30°
Dis arasl: 12-24mm
Testere genisligi: 5-120mm
Taslama profili: PV (ayarl)
Otomatik taslama
Yaglama: su / yag karisimi
Agirlik: 310kg

*
pREmON?
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Specifications / Ozellikler:

Bandsaw
Serit testere:
Length Uzunlugu : Max. 9500mm (adjustable)
Width Genigligi : Min. 5mm - Max. 120mm
- : Tooth
_';K ":3'~ e Di§:
= E— Tooth depth Dis derinligi : Max. 95mm
0200mm special grinding stone Tooth tip distance  Dis aras| . 12-16mm / 18-24mm
(0200mm 6zel bileme tas!
Speed
Hiz:
Sharpening Bileme hizi - 60 Tooths/min
(Hiz ayar sistemi) (speed adjustment system)
Power
Gulg:
Total Power Toplam gug - 080 kw
Power supply Gig kaynadi . 380V/50Hz, 3Ph

Tooth pushing / Dis itme



BAND SAW SHARPENING MACHINE
SERIT TESTERE BILEME MAKINES|

TESTERE

Band saw width / Serit testere genisligi: 5-100mm
Tooth push stroke / Dis itme stroku: 5-40mm
Tooth depth / Dis derinligi: 2-15mm

Engines / Motor adeti: 2 pcs

Total motor power / Toplam motor glict: 0.43 kKW
Sharpening speed / Bileme hizi: 50-80 tooth/min.
Grindstone diameter / Tas ¢api: 200mm @

BAND SAW SHAPING / TIP CROSSING
SERIT TESTERE CAPRAZ MAKINES|

== Blade length: max. 9,5m

MR Blade width: max. 120mm
%z Processing speed: 50 pcs/min.
Motor power: 0.18 kW

Voltage: 380 V / Weight: 150kg

Serit uzunlugu: mak. 95m
Serit genigligi: mak. 120mm
g Islem hizi: 50 Dk.

Motor gucu: 0.18 kW

Voltaj: 380 V / Agirlik: 150 kg

Band saw blade tip angle
Serit testere bigagi ug acisi

~

[IFTINDIVIN WISTN A9V
SANIHIVIN 9NILLND AOOM
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7 ® BAND SAW SHARPENING MACHINE
LFORM

SERIT TESTERE BiLEME MAKINESI (Su'lu)

"w WOODWORKING & PALLET MACHINERY

TESTERE

Quick and practical
What makes this model stand out are the features that it can be adjusted quickly and practically. In addition, you don't
have to wait on the machine to finish a round. There is a magnetic stop sensor that ends the tour.

Kolay ve ¢abuk

Bu modeli 6nemli kilan dzellikleri arasinda kolay ve ¢abuk ayarlanabilir olmasi ve bileme sirasinda basinda beklemeyi
gerektirmeyen 1tam tur bileme bitiminde miknatisli stop senséru bulunmasi.

Specifications / Ozellikler:

Features / Ozellikler:

Bandsaw
Serit testere:
; Length Uzunlugu : 5200mm
: 4" 4 o 3 Width Genisligi : 710mm
(?120mm special grinding stone Tooth
0120mm ¢zel bileme tas! Dis:
— Tooth depth Dis derinligi 2-15mm
RBEAT ooth tip distance Dis arasl :22mm
B Tooth tip distance Di 2
i Power:
Gug:
Total Power Toplam gli¢ - 018 kW

Power supply GUg kaynagi . 220V
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BAND SAW SHAPING / TIP CROSSING

TESTERE

Blade length: max. 9,5m

& Blade width: max. 120mm

: Processing speed: 50 pcs/min.
Motor power: 0.18 kW

Voltage: 380 V / Weight: 150kg

Features/ Ozellikler:

[IFTINDIVIN WISTN A9V

Serit uzunlugu: mak. 9,5m
Serit genisligi: mak. 120mm
Islem hizi: 50 Dk.

Mator glcu: 0.18 kW

Voltaj: 380 V / Agirlik: 150 kg

Band saw blade tip angle
Serit testere bigadi uc agisi

SAND SAWS / SERIT TESTERELER

FORM - High Performance Sawmill Blades

Durable all-purpose blades for sawing softwoods,
hardwoods and knotty woods.

Using the best sawmill-blade is key to increasing
production, improving cut quality and reducing
costs for your sawmilling or resawing operation.

Yiksek Performansli FORM - Serit Testereleri

Yumusak agaclari, sert agaclari ve budakli
agaclari kesmek icin, dayanikli cok amagli serit
testereler.

En iyi ve dayanikl testereleri kullanmak, kaliteyi
ve Uretimi artirmanin ayrica masraflarin
azaltilmasinin vazgecilmez anahtaridir.

N
STEEL FROM -1

SWEDEN - ISVEC ckLiéi
Uddeholm UHB15N20 + C75S




TESTERE

Sawmill Blades

FORM high-performance sawmill
blades engineered for all band
sawmill and resaw machines and
models. FORM sawmill blades feature
a deep capacity gullet for less
sawdust on the board, extreme

back angle for faster sawing speeds,
and sharp penetrating points for :
increased sawing accuracy. Al

Kereste Testereleri

Kereste fabrikalartigin tasarlanmig,

FORM - yuksek performans testereleri.
Tahtada daha az talas, daha yuksek :
testere hizi ve daha dizgun kesim “

dogruluduha sahiptir £° \

Parts & Accessories
/Yedek Parca Servisi

Ek

‘,‘i Band & circular saw blades Bant &:daire testereler
CBN & diamont grinding wheels  Tas & elmas bilemeleri
Bearing & screw Kits Rulman & civata setleri
Blade guide roller Bigak agizliklar
Air nail guns Civi cakim tabancalar

Drive belts Kasnak ve motor kayislari

@® registred trademark - tescilli marka

Our parts and machines are www.formmaksan.com

handcrafted and handbuilt
by FORM MAKINA®

38
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array of modules to customlze your p ductlon line to enhaNCe productivity, speed and
customization as you want it, when you want it. Modules include: Stacking with Vacuum, Grip or
Turnover, Unstackers, Board Feeders, Turnover Devices, Rotating Platforms, Trimming, Nail
Pressers, Chamfering, Corner Cutting, Branding, Labeling, Spray Painting and Drying Units,
Block Cutting, Block Introducers, 90° Deflectors, Robots, Strappers and More! Highly flexibl
complete production lines for all budgets.
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PALET CAKIM MAKINESI

A= = VY
/‘\ : ® PALLET NAILING MACHINE
LFoRM

"w WOODWORKING & PALLET MACHINERY

This PCM nailing machine is an installation usable as single device or in-line

iﬁ, - j' y full plant for various size of pallets and decks without any additional equipment.
= i ) -
b‘ ] i PCM Cakim makinesi, gesitli ebatlarda paletler icin tasarlanmis, herhangi bir
A ek ekipman kullanmadan tek cihaz ve hat baslangicli tam tesis olarak kullanilir.

PCM - Specifications / Ozellikler:

' ".-—-":’__’;"‘ - Nailing capacity
a—%jﬂ" Cakim kapasitesi:
T, ..-—:';'/‘m Palet size Palet dlgusu : Min 700x700mm
-

) : Max. 1350x1450mm
: Line speed Hat hizi : 1pcs/min-dk.
Speed
ey Hiz:
— Pallet nailing speed Palet cakim hizi : 12 seconds per pallet

B %ﬁf” : Line processing speed Hat isleme hizi : 1Pallet/min-dk.

% i Power
k. feti i GUQZ

Total Power Toplam gug : 225 kW (only nailing machine)
. Power suppl GUg kaynagi : 380V/50Hz, 3Ph
EURO- and different Block Pallets Poy e el
(EUR/UIC 435-2, EPAL). Number of operators: min. 2 - max. 3.

US-Stringer, CP-Pallets and more ... 3Gl sayisi: min. 2 - max. 3

PCM-L Long nailing machine version with double pallet template. (optional machine)



PALLET NAILING & PROCESSING LINE
PALET CAKIM & ISLEME HATTI

FORM offer complete service for the production of pallets, thanks to a range of complete
nailing lines, single nailing machines, timber-cutting and block-cutting machines.

[ITTANIVIN INTTS] 8 WINYD
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FORM komple palet cakim hatlari, tekli palet cakim makineleri, palet isleme, kereste ve
takoz kesme makineleri sayesinde palet Uretimi icin eksiksiz ve profesyonel bir hizmet
sunar.

1. Pallet nailing Palet gakim 6. Pallet Rotator (90°) Palet dondirme (90°)
2. Pallet guide Palet ortalama 7. Pallet turner (180°) Palet takla atma (180°)
3. Block marking Takoz markalama 8. Pallet stacking Palet istifleme

4. Corner cutting Kdse kesme 9. Unloading station Istif bogaltma

5. Board chamfering Tahta pah alma *Line can be assembling as customers needs.

Hat musterinin ihtiya¢ duydugu sekilde dizenlenebilir.

(*)Optional/Qpsiyonel

]' Total length: 28m
: 1 z 4 Toplam uzunluk: 28m

1. 2. 3. 4. 5. 6. 1. 8. 9.
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/\ ® PALLET PROCESSING MACHINES
LFORM

PALET iSLEME MAKINELERI

'w WOODWORKING & PALLET MACHINERY

All three process machines in one device.
Adjustable for almost all common pallet sizes.
Best solution for small and medium-sized
pallet manufacturers and repairers.

® Block marking
® Corner cutting
® Board chamfering

Uc isleme makinesinin birarada oldugu
govde. Neredeyse tlm yaygin palet
boyutlari igin ayarlanabilir. Kiguk ve
orta Olcekli palet Ureticileri igin
en iyi ¢cozam.

® Takoz markalama
® Kose kesme
® Tahta pah alma

Complete with automation system.
Komple otomasyon sistemi ile beraber.

2.10m




PALLET PROCESSING MACHINES
PALET ISLEME MAKINELERI

These additional devices can be added i
individually to the nailing machines: e

Pallet turner and rotator
Branding/marking

Corner cutter

Board chamfering

Brush cleaning

Stacking device

Output and unloading conveyor

[ITTANIVIN INTTS] 8 WINYD
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Straight or nested
staples of pallets
Ust Uste yada i¢ ice
istiflenmis olarak

L
CFEEFERE

L]
]

® Possibility of customizing
® Quick changcovers to other sizes
® Also available as single machines

Hat mUgsteri istegine gore tasarlanabilir
Degisik palet olgulerine gore hizli ayar ozelligi
Tek makine olarak da mevcuttur

Pallet Stacking
Palet Istifleme

Block marking/6-8 heating plates Corner cutting unit with 4 saws Chamfering unit with 6 blades
Takoz markalama Unitesi 6-8 adet Kose kesme Unitesi 4 testereli Tahta pah alma. 6 bigakl

Turner 180°and rotator 90° Unloading conveyor 4 - 8 m. length *Guide to further processes at line
90°Dondurme ve 180°Takla atma Istif bosaltma 4 - 8 metreye kadar *Hat giris palet ortalama

Sketch of complete line at page 43 (PCIH)
Komple hattin gizimi sayfa 43'de (PCIH)




LONG PALLET NAILING MACHINE

A= = VY
E @ M PALET CAKIM MAKINESI (UZUN)

"w WOODWORKING & PALLET MACHINERY

FORM Automated Pallet Machines are engineered
with innovative electrical, mechanical,

hydraulic and PLC control components.
Production capabilities for PCM-L upwards

of 900 pallets/shift with 2 operators.

FORM Otomatik Palet Cakim Makineler, yenilikgi
elektriksel, mekanik, hidrolik ve PLC kontrol
sistemleri ile Uretilmistir. PCM-L 2 operatorle
900 palet/vardiya tretim kapasitesine sahip.

o

» This PCM-L nailing machine is an double template moving system usable as single device or in-line
full plant for various size of pallets and decks. This is the long version and big brother of PCM nailing machine at page 42.

P PCM-L Uzun tablal gakim makinesi, cesitli ebatlarda ki 6zel olgulerde ki paletler igin tasarlanmistir. Herhangi bir
ek ekipman kullanmadan tek cihaz ve hat baslangicli tam tesis olarak kullanilir. Sayfa 42" deki PCM Palet cakim makinesinin
uzun ve 0zel versiyonudur.
EURO- and different Block Pallets
(EUR/UIC 435-2, EPAL).
US-Stringer, CP-Pallets and more ...

Technical details at next page 47. / Teknik detaylar bir sonraki sayfa 47de.
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Frame Pallets (closed bottom)
Cergeveli Palet (alti kapall)

N

S~

e

Stringer Pallets (2-4 beams)
Konteyner Palet (2-4 uzun takozlu)

— —

. 2-4 Way Pallets
Pallet Processing Line (Optional) / Palet Isleme Hatti (Opsiyonel] 2-4 YonlU Palet

PCM-L Specifications / Ozellikler:

® Upper pushing system during nailing Cakim sirasinda palet Ust dayama sistemi
e Back pushing device at nailing process Cakim sirasinda arka dayama
® Pallet nailing speed 2 pcs / min-dk. Palet gakim hizi 2ad / dk.
e Total power 215 kW Toplam gug 215 kw
® (perators min. 2 - max. 3 Isgi sayis min. 2 - max. 3
© Number of nailbox 3-4 pes. Civi kazani 3-4 ad.
® Number of nailguns 24-26 pcs. Tabanca sayisl 24-26 ad.
® Type of nails Loose ring nails Civi boyu 30-100mm
® Dimension of pallets: Palet boyutlart:
min. 800x800mm / max. 1350x1450mm min. 800x800mm / max. 1350x1450mm
@ Machine Dimension: Makine boyutlari:
Width 2400mm Genislik 2400mm
Length 6000mm Uzunluk 6000mm
Height 3000mm Yukseklik 3000mm

® Emergency stop buttons around. Acil durum butonlari
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/-\ ® AUTOMATIC PALLET DOUBLE NAILING LINE
LFORM

OTOMATIK PALET CIFT CAKIM HATTI
P c M "w WOODWORKING & PALLET MACHINERY
140-CC

FORM produces high-capacity lines for pallet production.
PCM 140-CC line consists of two nailing machines with the option to reconfigure the line to different

pallet types and sizes mechanically.
The line capacity is approx. 2400 pallets (with automatic block cutter and feeding) in 8h shift.
PCM 140-CC can be assembled with various modifications, depending on the customers requirements.

The safety of the operators, low energy costs and production precision, including nail patterns and
pallet finishing, are the first and foremost priorities in the production lines design.

Pallet turner 180°

PALLET PrRODUCTION
~,CM 140-CC
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The stacked pallets goes on the output conveyor
ready to be taken by forklift. SS

The final part of the line is a stacker to stack the pallets
on top of each other or nested and keep them in position.

Rotator 90° and turner 180°
if nested stacks needed.

cutting edges and chamfering the lower boards.

FORM, palet Uretimi igin yiksek kapasiteli hatlar iretmektedir.

Cakim hatti mekanik olarak farkl palet tiplerine ve boyutlarina gdre yeniden yapilandirma
secenedine sahip iki cakim makinesinden olusur.

Hat kapasitesi yaklasik 8 saatlik vardiyada 2400 palet'e kadar tretebilir. (otomatik blok kesici ve
besleme dahil olarak).

PCM 140-CC, musteri gereksinimlerine bagl olarak cesitli modifikasyonlarla monte edilebilir.

Operatérlerin guvenligi, distk enerji maliyetleri, cakim ve palet isleme dahil Gretim hassasiyeti,
uretim hatlari tasariminda ilk ve en 6nemli anceliklerdir.
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LFORM

OTOMATIK PALET CiFT CAKIM HATTI

PCM

'w WOODWORKING & PALLET MACHINERY

140-CC

Automatic nailing line with continuous cycle system for medium and long series.
System with 2 hydraulic nailing machines.

Yuksek kapasiteli Uretim igin strekli cevirim sistemli otomatik
hidrolik palet ¢ift cakim hatt.

........

Continously chain
conveyor system

with magazine feeding
device for boards

>
1

Continously chain

conveyor system
D.
1. Auto block cutting* Otomatik takoz kesme* 8. Pallet Turner (180°) PTAK Takla atma (180°)
2. Auto block feeding” Otomatik takoz yonlendirme® 9. Block marking Takoz markalama
. 3. Auto block loading” Otomatik takoz besleme” 10. Corner cutting Kbse kesme

4, Board feeding Tahta besleme 1. Board Chamfering Pah alma

5. Pallet nailing (upper) Palet Ust cakim 12. Turning (90°)-Rotation (180°) Déndirme-takla atma (180)°
* 6. Pallet Turner (180°) PKAP  Takla atma (180°) PKAP 13. Pallet stacking Palet istifleme

1.

Pallet nailing (bottom) Palet alt cakim 14. Unloading station Istif bosaltma
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Specifications / Ozellikler:

Nailing capacity
Cakim kapasitesi:

Palet sizes Palet 6lctimleri : Min 800x1000mm
Max. 1200x1400mm

Speed
EURO- and different Block Pallets Hiz:
[EUR/L!IC 435-2, EPAL). Pallet nailing speed Palet gakim hizi : 10 seconds per pallet /1 pc.
US-Stringer, CP-Pallets and more ... Line processing speed Hat isleme hizi : 5-6 pes./min-dk.
Power
Gug:
Total Power Toplam gli¢ 97 kW (Full line) + 14 kW (1-3)*
auto block cutting + feeding
Operators Personel sayisi : 46

“Complete data sheets of machines, will be available only at official offer.
*Makinelerin tim teknik detaylari, yalnizca resmi tekliflerde sunulur.

12. 13. 14. Total length: 45m
“(without 1-3.)
Toplam uzunluk: 45m
“(Optional / Opsiyonel) Extra Parts! / Ekstra Pargalarl ~ “(makinalar 1-3. haric)




OTOMATIK PALET CiFT CAKIM HATTI
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/\ : ® AUTOMATIC PALLET DOUBLE NAILING LINE
LFORM

P c M 'w WOODWORKING & PALLET MACHINERY

140-CC

“Without automatic block cutting and feeding
Otomatik takoz kesmesiz ve beslemesiz olarak

OPTIONAL DEVICES FOR AUTOMATIC BLOCK CUTTING & FEEDING
HAT iCIN OPSIYONEL OTOMATIK TAKOZ KESME VE BESLEME MAKINELERI

1. FBCM-30 Auto block cutter / Otomatik takoz kesme

- 2. FBLM-20 Auto block loading / 3. FBFD-60 Auto block feeder /
Otomatik takoz yonlendirme Otomatik takoz besleme




AUTOMATIC PALLET DOUBLE NAILING LINE
OTOMATIK PALET CIFT CAKIM HATTI

PCM-CC series has the capability of building upwards

of 2000+ pallets/shift with four operators. Engineered
for reliable performance and longevity, this line offers
the best combination of speed and innovation to take
your pallet business to the next level.

PCM 140-CC, dort operatorle 2000'den fazla
palet/vardiya cakma kabiliyetine sahiptir. Gavenilir
performans ve uzun 6mar igin tasarlanan bu hat,
palet isinizi bir Ust seviyeye
cikarmak igin en iyi hiz ve
yenilik tekniklerini sunar.
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Manual block feeding
Manuel takoz besleme

Pallet board pusher+stabilizer Auto—board drop magazine
Palet tahta dayama ve sabitleme Otomatik tahta disurme

Pallet size+types settings Programmed saved line processes
Palet tipi ve olcU ayarlari Palet isleme icin programlanmis olctler
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PALLET REPAIR & SORTING LINE
PALET TAMIR & SECME HATTI

COMBINED WITH

x “' PALLET SORTING SYSTEMS
\

™, PALET TAMIR HATLARI
% ILE KOMBINE

e ¥ PALET SECME SISTEMLER]
. /‘ N R 7L T
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5 FORM PALLET REPAIR & SORTING LINES

The Pallet Repair Line brings the defect pallets automaticlly
with a special two level conveyor system to the Pallet Repair
tables. After repaired the pallets, the operater can send the
repaired pallet direct to the stackers.

;
- The Automatic Pallet Sorting Machine can easily be extended

| with a Pallet Repair Line.

The adjustable Pallet Repair Line in combination with the
Pallet Sorting Machine can be used for repairing EURO, IPP,
LPR, CHEP Pallets and INDUSTRIAL pallets with dimensions
800x1200 and 1000x1200mm.

Depending on the size and equipment of line, a complete system
can be technically repaired and sorted between 350 and 600
pallets per hour.

You can expand the machine with:

Buffer between tipper and inspection place.
Automatic stackers.

Roll feed-line or chain conveyors.

Renailer device.

Burn-marking or Ink-stamp system.

Pallet repair benches.

Pallet painting cabinets.

Waste band conveyors.

» Vaccum lift for pallets.

>
>
>
>
>
>
>
>

FORM MAKINA create customized machines for your business.

VYVVYVYVYYVYYVYY

FORM PALET TAMIR VE SECME HATLARI

Palet Tamir Hatti, kusurlu paletlerini 6zel iki katl konveyor
sistemi ile otomatik olarak Palet tamir masalarina getirir.
Paletler tamir edildikten sonra, operator paleti dogrudan

otomatik istifleyicilere gonderebilir.

Otomatik Palet Ayirma Makinesi, Palet Tamir Hatti ile kolayca
kombine edilebilir.

Palet Ayirma Makinesi ile birlikte ayarlanabilen Palet Tamir
Hatti, EURQ, IPP LPR, CHEP Palet ve ENDUSTRIYEL paletlerin
800x1200 ve 1000x1200mm ebatlarinda tamir edilmesinde
kullanilabilir.

Hattin boyutuna ve donanimina bagl olarak, komple bir sistem
teknik olarak saatte 350 ila 600 palet tamir edebilir.

Tamir hattina entegre edilebilecek islem balimleri :

Palet dustrme ve kontrol aparatl.

Otomatik istifleyiciler.

Rulo besleme hatti veya zincirli konveyorler

Civi bas ezme Unitesi.

Markalama veya mirekkep damgalama sistemi.
Palet tamir masalari.

Palet boyama kabini.

Kirik parcga atik bant sistemi.

Paletler igin vakumlu kaldirma.

FORM MAKINA, isiniz icin zellestirilmis makineler sunar.
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PALLET SORTING MACHINE

The Standard Pallet Sorting Line is modular built, has several options that fit-in simple and modular.
‘ FORM also makes the Special Pallet Sorting Line customized, with'use"of individual processing components.

Standart Palet Secme Hattimoduler yapidadir, gesitli palet islem makineleriher zaman kembine edilebilir. FORM ayrida, Ozel Palet
Siralama Hattini, mUsteri ihtiyacina gore 6zellestirilmis hale getirebilir.
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Pallet upper and bottom control Continuation into the quality
Palet Ust ve alt kontrol sistemi Paletin kaliteye gére devami

56

Pallet repair benches =3
Palet tamir masalari'y (S

s = [




allet cleaning device
Palet firgalama Unitesi Palet istifleme sistemleri
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PALET TAHTA & TAKOZ CAKIM MAKINESI
PACM

140 S

"w WOODWORKING & PALLET MACHINERY

For producers to make pallets
manually by template, we have
developed this PACM 140 S
Pallet-Leg nailing machine.
This will shorten the handling
and the production time.

An accurate and uniform look
of the complete pallets are
required at end customer and
guaranteed with this machine.

Manuel palet Ureten
musterilerimiz icin PACM 140 S
Palet-Ayak cakim makinesi

tasarlanmistir.

Paletin komple alt takoz ve tahtasini gakar. ve kapasitesi arttirilir ve

paletlerin duzenli dis
gorunimund almasini saglar.

Specifications / Ozellikler:

.l Nailing capacity
- # i Cakim kapasitesi:

Bloard magazine for automatic feeding Palet board size  Palet tahta olgusU : Min. 800 - Max. 1400mm
Tahta dlgUstne gore ayarlanabilir sarjor Block size Takoz boyutu . 70mm x 150mm

Speed
Hiz:

Nailing speed Cakim hizi : 15 Pcs./min

Power
Glg:

Total Power Toplam gug o 2145 kW

Digital settings
Dijital ayarlar



MANUAL PALLET PRODUCTION BENCH
MANUEL PALET CAKIM TEZGAHI

PCT

1200 ® Pallet manufacturing for small and medium-sized businesses. These tables come
as a 3 piece set. 2 for nailing the top boards and 1 for bottom boards with blocks.

KugUk ve orta isletmeler icin manuel palet Uretim tezgahlari. Makinamiz set olarak
2 Ust cakim ve 1 takoz-ayak cakim olarak sunulur.
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Pallet upper & bottom nailing
S ) Palet alt & Ust gakim:
® Pneumatic lifting device for 180° ‘

rotation of the pallet.
Paletin 180° doénmesi icin pnomatik
kaldirma tertibat.

@ Air pressure installation with
dehumidification and drying system.
Hava basing tesisati ile nem alma
ve kurutma sistemi.

Pallet block nailing
Palet ayak cakim:

Features / Ozellikler: 2-i way, stringer and CP pallets / 2-4 yollu, stringer CP paletleri

Specifications / Ozellikler:

Nailing capacity
Cakim kapasitesi:

Min. Pallet size Min. Palet élcisu 600 x 800mm
Max. Pallet size Max. Palet dlglsu 1200 x 1400mm
*Customizing according to customer requirements possible.
Changcable pallet nailing template MUsteri ihtiyaclarina gore dzellestirme mimkan.

Palet Ust ve alt cakim tezgahi
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PALET BOZMA VE TAMIR MAKINESI
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® Laser sight for cutting line
Kesici testere isaretleme lazeri

® This FPBM Pallet Saw type is a band
saw cutting machine ideal for
removing defective parts or
completely dismantling of pallets.

e A must, for every pallet
repair companys.

e All varieties of wooden
pallets can be dismantled.

e Bu FPBM Palet Testere tipi, kusurlu parcalari
¢lkarmak veya paletlerin tamamen sokilmesi ® Hydraulic height adjustment via foot pedal
icin ideal olan bir serit testere kesme makinesidir. Ayak pedali ile hidrolik yikseklik ayari

@ Waste band conveyor For all pallet types
. S - Tum ahgap palet gesitleri igin
o Tiim tamir sirketleri icin Kirik tahta ve takoz cikis band sap palet ges c

kaginilmaz bir makine.

® Tim ahgap palet gesitleri
kismen sokalup veya butin

Specifications / Ozellikler:

olarak parcalanir. Cutting capacity:
Kesim kapasitesi:

Optional / Opsiyonel: Cutting width Kesim genisligi © 1400mm
. Cutting height Kesim yuksekligi : 170mm

Waste band conveyor. Iron cast saw wheels / Sert dékiim volantlar (#800mm kayisli kasnak
Broken boards and blocks goes directly Power:

to waste container. Gig:
. Main motor Ana motor o kW

Kirik tahta ve takoz @lle band!. Total Power Toplam gug ©13kW

Pargalar dogrudan atik konteynerine Power supply Gug kaynag : 380V/50Hz, 3Ph

bant sistemi olarak tasinir.
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’AUTOMATI'C CABLE DRUM FLANGE NAILING AND RODUC LINES

FMCIH 600-1800 / 800-2500 / 1000-3200- ’ \“
) 9 < % |

1. Collecting station
Makara toplama  » Pretacking
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CABLE DRUM NAILING & PROCESSING LINE
MAKARA CAKIM & ISLEME HATTI
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5. Flange unload ift
Flans bosaltma asanséri

4. Processing machine (B)
Makara isleme (B)

3. Processing machine (A)
Makara isleme (A)

NAILING MAF:HlNE FOR CABLE DRUM FLANGES.
ﬁaﬁ}ébo-{soo (FOR DIAMETER 600-1800 mm]

:ﬁﬁrﬁsoo-zsoo (FOR DIAMETER 800-2500 mm)
MCIH 1000-3200 (FOR DIAMETER 1000-3200 mm)

PROCESSING TERMINAL FOR CABLE DRUM FLANGES

» FMI 600-1800 (FOR DIAMETER 600-1800 mm)
» FMI 800-2500 (FOR DIAMETER 800-2500 mm)
» FMI 1000-3200 (FOR DIAMETER 1000-3200 mm)

i

M_/ isleme Maliinesi =
_'-.‘-._._'_._,.nl,.r"f B -_

T
Ly
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MAKARA YANAK CAKIM

"w WOODWORKING & PALLET MACHINERY

AUTOMATIC NAILING MACHINES FOR CABLE DRUM FLANGES
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MACHINE MODELS / MAKINE MODELLERI

» FMCIH 600-1800 (FOR DIAMETER 600-1800 mm).
» FMCIH 800-2500 (FOR DIAMETER 800-2500 mm).
» FMCIH 1000-3200 (FOR DIAMETER 1000-3200 mm).

Specifications / Ozellikler:

Nailing & Processing capacity
Cakim & Isleme kapasitesi:

Cable drum sizes Makara élguleri  Min. 600mm - Max. 3200mm*

Cable drum thickness Makara kalinligi -~ Min. 20mm - Max. 100mm

Nailing guns Cakim tabancasi * 12-26 Pcs.

Nail system Civi baski sistemi * Hydraulic / Hidrolik

Type and sizes of nails Civi tipi ve 6lcust  Loose ring nails max. 100mm

Nailing speed Cakim hizi 30-60 seconds 1 pc. (180° Nailing)
Power 30-60 saniyede 1ad. (180° cakim)
Gug:

Motor Power Motor giicl © 25 kW (Nailing unit)

Working system Calisma sistemi  : PLC Control / Digital screen

Assembled cable drum
*Complete data sheets of machines, will be available only at official offer.
*Makinelerin tim teknik detaylari, yalnizca resmi tekliflerde sunulur.



CABLE DRUM FLANGE PROCESSINGS
MAKARA YANAK ISLEME

AUTOMATIC PROCESSING TERMINAL FOR CABLE DRUM FLANGES
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PLC CONTROLLED FULL AUTOMATIC DIGITAL DISPLAY OPERATION SYSTEM
PLC KONTROLLU FULL OTOMATIK DIfiTAL EKRANLI CALISMA SISTEMI

» FMI 600-1800 (FOR DIAMETER 600-1800 mm).
» FMI 800-2500 (FOR DIAMETER 800-2500 mm).
» FMI 1000-3200 (FOR DIAMETER 1000-3200 mm).

Processing machines can be used with one (A) or as double system (A+B).

Specifications / Ozellikler:

Cable drum sizes Makara olgusU Min. 600mm - Max. 3200mm*
Cable drum thickness Makara kalinlig Min. 20mm - Max. 100mm
Round cut saw Serit kesim Band saw device

Edge / corner chamfering Kose pah alma Special blade / Ozel bigakli
Channel drilling Kanal freze Drilling blade / Bigakli matkap
Drive hole drilling Fren deligi Drilling blade / Bigakli matkap
Steel rod hole drilling Celik gubuk deligi  Driller / Matkap ucu

Cable hole carving (banana) Kablo ¢ikis deligi 2 Special blades / 2 Ozel bigak
Center hole clinching device Gobek sikma 1 Hydraulic system

Flange cleaning Yanak temizleme Brush system / Firga sistemi
Flange unload lift Cikis lifti Tilting device / Devirme

Customer-specific processes can be integrated into the line.
Musteriye ait 6zel islemler entegre edilebilir.

Flanges at storage / Depolanmis flanglar *Complete data sheets of machines, will be available only at official offer.
*Makinelerin tim teknik detaylari, yalnizca resmi tekliflerde sunulur.




/-\ LINE FOR CABLE DRUM PRODUCTION
LFoRM

MAKARA YANAK CAKIM

WOODWORKING & PALLET MACHINERY

A plant for cable drum production is a processing line, which consists of several modules.
The significant workpiece of the plant, is the nailing machine with a special nail clinching unit.

Makara hatti farkli isleme
Unitelerinden olusan komple bir
dretim hattidir.

Hattin en dnemli parcasi, 6zel
civi bikmeli cakim makinasidir.

Nail clinching unit
Makara ¢ivi yamultma

The readily nailed flanges will be put trough the processing machines with round cutting,
millings spindles and drilling heads. The groove hole will be milled as well. All necssary
holes will be drilled inside for the core strip.

Then a brush roller unit remove the chips on the surface of the flanges. Automatic reel stacker
Depending on the customes requirements an automatic stacker or a Otomatik yanak istifleme
single tipper can be added at the end.

TESTERE

Line sketch at page 73. / Hat projesi sayfa 73'de.
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FLANGE CONNECTING UNIT
Specifications:

Steel body with roller and break
Complete electric motor 0,75 kW
Motor-reductor with electronic inverter
Flange fixing pneumatic system

Cable drum rail canal

Cable drum diameter max. 3200mm

FLANS (YANAK) BAGLANTI UNITESI

Ozellikler:

OPTIONAL MACHINES FOR CABLE DRUM
MAKARA ICIN OZEL MAKINELER

REEL CENTER HOLE DRILLING MACHINE

Specifications:

Center hole diameter ~ max. 170mm
Board thickness: max. 120mm
Working system: pneumatic
Electric capacity: 4 kW

MAKARA MERKEZ DELME MAKINESI
Ozellikler:
Flans gébek delik gap:  max. 170mm

Tahta kalinlig: max. 120mm
Calisma sistemi: pnomatik
Elektrik gucu: 4 kW

Ozel fren sikistirmali celik govde

Toplam elektrik 0,75 kW
invertorl motor rediktori

Pnomatik flans sikma sistemi
Makara yuvarlama kanal ray

Makara ¢apl mak. 3200mm
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Gosterilen hat musteri istedine gore gesitli kesim makineleri ile kombine edilebilir.

The machines shown as a complete line can be customized with various sawmill
Gorseller 6neri projeleri olarak sunulmaktadir.

TOMRUK KESIM & ISLEME HATTI

LOG SAWMILL LINE
Hat makina 6zellikleri sayfa 10+11de.

Line specs at page 10+11.
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Turk Agac Isleme
Sektorunde
Dev Birliktelik

Birlikte hareket etmek,
Teknolojik bilgi ahsverisinde bulunmalk,
Pazar ve sektor tesviklerimizi paylasmalk,
Haksiz rekabeti onleyici tedbirler almak,

Birbirinin nund kesen dedil,
birlikte blylyen markalar olusturmalk igin

BiR ARADAYIZ...

TAMDE

R
g
&é’

?
L

¢ y’e’é

Eme MAK‘“EG\

www.tamder.org

info@tamder.org
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Member of
All Wood Machinery Association

Giant association in Turkish wood
processing industry
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“Our mission is to manufacture, develop, \
Earket standardized cutting and nailing
achines and production lines for the .

woodworking and pallet industry”.
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WOODWORKING & PALLET MACHINERY

TURKIYE'DEN DUNYA'YA | FROM TURKEY TO WORLD

Representations

Our machinery are present already
in more than 40 countries worldwide. . .

We develop equipment for
the manufacturing

of
and

INEGOL FORM MAKINA VE METAL SAN. TiC. LTD. STi.
Cerrah Mah. Denizci Turgut Reis Cad. No. 4
TR-16400 INEGOL-BURSA / TURKIYE

Phong: TQO 224 714 1012 Fax: +90 224 714 0957 C+ MADE IN TURKIVE
E-Mail: info@formmaksan.com

Web: www.formmaksan.com Iéﬁ YERLI
@2022 FORM MAKINA | Tdm haklari FORM MAKINA tarafindan saklidir. All specifications are subject to change without notice. All rights reserved. URETl M




